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1. Recirculating water 
temperature hotter than 
desired.

• Ball valve incorrectly set • Close ball valve slightly.

• Ball valve incorrectly set • Open ball valve slightly.

• Recirculating pump too small • Obtain larger Pump

• Recirculating pump too small • Obtain larger Pump.

• Recirculating pump not operating • Rectify pump problem.

• System not piped correctly • Check Piping against supplied diagram 
and correct if necessary.

2. Recirculating water 
temperature colder than 
desired.

3. Recirculating water cools 
down with ball valve fully 
open
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ZURN WILKINS
1747 Commerce Way, Paso Robles, CA 93446 Phone:855-663-9876 Fax:805-238-5766

®

www.zurn.com

WARNING: This product may contain a chemical(s) known to the State of California to cause cancer or birth defects or other repro-
ductive harm 
ADVERTENCIA: Este producto puede contener un químico conocido en el estado de California por causar cáncer o defectos de 
nacimiento u otros daños reproductivos 

WARRANTY: ZURN WILKINS Valves are guaranteed against defects of material or workmanship when used for the services recommended. If in 
any recommended service, a defect develops due to material or workmanship, and the device is returned, freight prepaid, to ZURN WILKINS within 
12 months from date of purchase, it will be repaired or replaced free of charge. ZURN WILKINS’ liability shall be limited to our agreement to repair or 
replace the valve only.

Model ZW1017, ZW1017XL & ZW1017XLHT
Aqua-Gard® Mixing Valve


